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Generating Sets

Generating 5ets is an important component of power engineering business. We provide various kind of generating
sets, Apart from the standard gensets, we also design and provide tailor made gensets according to the requirements
of our cliznts

We provide customized solution to our customers, including:

*  marine gensets

* natural gas gensats

* heavy oil gensets

high voltage gensets (50Hz or 60Hz)

In view of various neaeds of our customers, we also provide:

1. autostart system
auto switch system
3. Remotes Systems
* Remote Control
* Remote Monitor
* Remote communication system
Parallel switch system

prt

Product range: SKVA - 5000 KVA

Engine Type of Generating Sets

*  Volvo (BER) 1. Soundproofed Generating Sets
*  Mitsubishi (B2) 2. Trailer Generating Sets

*  Cummins (S8E) 3. Container Generating Sets

*  Deutz (851 4. Deepfreeze Trailer Type

*  Daewoo (§EL) 5. Gantry Generating Sets



Our Markets

With the high quality and competitive price of our generating sets, our products are used in various fields:

*  telecommunication = il

*  national deferse * imdustry

*  military industry *  traffic

*  broadcasting and TV * il aviation
Our Network

We have exported our generating sets all over the world like South East Asia. Inorder to cope with our
expansion to African countries, we have sold more than 100 generating sets to Mada gascar from 2008-2009




Type of Generating Sets

1. Sound Proof Generating Sets

Litilize special design and technology to reduce the noise to 5008
Using sound absorbing material and effective mufle

Combined type of ramework whidh is easyto install and repair
The base frame is designed and assembled with shodk absorber
Using the circumfluence style passageway to reduce noise of intake and outtake

Inspection windows of panel for inspection of the generator

Mobile Generating Sets

®  Equippedin one or axes, two or four wheels according to the output power of Genset

®  Equipped with elastic shock absorbers, braking device for safety and seaurity

®  Highly integrative structure

®  Equipped with sealed and waterproof enclosure and shutters for safety underany
condition

®  Trailer equips with brake system, lighting system and connection joints

®  Battery and fuel tank for 4-2 hours consumption

&

Cable reel, tie-in separataly will be supplied according to customer requirement

3. Container Generating Sets
®  Generating sets in different kinds of standardized containers for eficient transport,
shipping, handling and operation
Container dimension according to 150 intemational transport standard
Accessories will be supplied

Buffer space for operation

Fixed on Vehicle, which provide flexibility and mability to power supply
Soundproof and waterproof canopy for durative power supply under any weather
condition

Equipped with fusl tank for daily use and cable reel

4. Automobile Generating Sets
.
.

5. GANTRY GENERATING SET

®  mainly used as power source of hanging in port, dodk etc

6. OTHER TYPES

Tailor made and customized design generating sets are available. Our generating sets are

widely used in:

power station
refrigerated container
sqquare store house
generating set of army

estate generating set

7. ELECTRCITY CAPABILITY OF DIESEL GENERATING SETS
®  Upto the GB2820.3 & 150 8525 G3 Class standard, and meet the requirerment of YOV
T502- *Tedchnical Requirement of Special Diesel Generating Set for Teloom”
®  generating sets with voltage from 416-480V, 380W or 190 WV will be supplied acoording

to customers’ spedfic needs



CONTROL BOX
.

Manual Automatic start & Stop Controller

¥ Various Monitor Meter and Optional Switch

®  Remote Control Interface and Remote Monitor/Remote Sense/Remote Meter (Optional)
MCCE for short circuit & COverload (optional)

®  High water temperature alarm, low oil pressure alarm, over speed alarm and other kind of

alarm

STANDARD SCOPE OF SUPPLY

Diesel Generating Sets include:

Diesal Enigine (with all standard accessories, filters and electric systemn)
Radiator fwith water tank and fan)
Ahternatior

Contral Panel

Stee| Base Frame | | lo—d-- '_l_

OTHER STANDARD PARTS
¥ Effective Muffle

®  Edhaust Elbow

®  Storage Battery and Connection
¥ Wires

®  Shock absorber

L

Technical documents

OPTIONAL EQUIPMENTS

Auxiliary device for starting at low tem perature
ATS (Automatic Transfer Switch)

Genset combined device

Water forewarmer

Maisture eliminator of alternator

Various kind of monitoring system

Rermote Monitoring Systerm

Fuel tank for daily use or base frame fuel tank
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OTHER KIND OF SPECIAL EQUIPMENT
® Soundproof canopy

®  Mobile generating set

®  Container generating set

®  power station for refrigerated container

L

Gantry Generating et
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Characteristics of Our Genset

1. AUTOMATIC CHARGER OF MAINS SUPPLY BATTER

®  Use to charge when genset is in waiting condition, ensure the power of start battery is enough

2. FUEL TANK FOR ROUTINE TIME

® 300L-2000L, ensure the ordinary supply

3.  EFFECTIVE MUFFLE

® o satisfy the requirement of environmental protection, we offer assembly of high effective
muffle to deaden noise, circle sound deadening to achieve better effect

4. SPARE PARTS

® We can provide spare parts for more than 1000-5000 hours according to customer'’s
requirements
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FAST LOOKUP LIST OF GENREATING SET FOR 50Hz

e | s s | secromion
5 WA, FLZ 5 625 KOV FLM 625

VA, FLZ B (A FLM ]
K, ALZ L] KW, FLM L T
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WA, FLZ 40 K, FLM 1675
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K, FLD: 450

K, FLD 575

K, FLD 750




FAST LOOKUP LIST OF GENREATING SET FOR 60Hz

Specification

Volvo [Sweaden)

Chong Qing Cummins
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Cummins (Dongfeng)

Specification
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Characteristics F‘Im

1. Perfect performance onload changing and reliable & prompt function of start

Low resistance turbocharger and prompt oil spraying system, recover to the natural state promptly when carrying high
load

Heater is installed in the pipe of intake airto make it easy to start the Gensetat low temptation
Low noise & steady running
Assambled with the optimized shockproof base frame, the most suited turbocharger and low spesd cooling fan

b

Low exhaust emission, low expense
thickness of exhaust emission is smaller than 1 Bosdh. Low fuel consumption
Framie is small and more accurate

oo o e

Valvo has built up genuine International Fitting Parts Center and Wordwide Service Netto provide the austomer with
round-the-clock support all cver the word

Power Generation

* VP Series Generating Sets with VOLVO Engine
* Power Range: 85KVA-625 KVA{Prime)

+ Voltage Rating: 400/230V

* Phase: 3 Phases 4 Wires

= Frequency: 50Hz

« Power Factor: 0.8 (lag)

Technical Specfication of VP Series Diesel Generating Sets

sel Engine Dimersion & Weight

et | Displace- Bore=xSfoke | Complessan | Lubfics- (1sling | M=t Dmension [nnl
i) meni L
(apadty

K

VPas B5 68 TDs20GE 213 007 . | 4.76 l0ExI30 1850 13 19 TN00R TR0 400 T
VP00 B0 TADssIGE 218 fetelcd 4 4.76 ToEx130 T = 197 2M00xFS0 400 1100
ViaEo e 104 TADSIRGE 114 008 4 4.76 T0ExI30 T8 13 2.2 0TSO 40D 1150
Viiso 150 120 TADFSIGE 205 a1 & RIS loExi30 TE 20 IO.E 261000400 1400
Va3 183 146 TADFIRGE I3 009 & A5 T0ExI30 T8 34 3E4  NNI0MmE00 1700
VWPzoo  mo 60 TADTIAGE 216 fetfel) & RIS loExi30  TE 34 A4 26100 100E00 170
VP2so 250 200 TADP34GE 204 0o & RIS loExI30 17 29 a2 26700 10 1E00 1950
VPazs 325 260 TADSGE 202 o4 & 926 12138 1740 35 41 00200 600 2550
VPars 375 300 TADN2HIGE 198 R & 1213 13150 1850 35 44 00200600 2650
VP400 400 320 TADN242GE 199 ez & 1213 13150 17549 35 44 00020001600 2R00
VRgso 450 360 TADNe40GE 200 ol & 1612 L& 5 AL T AT 48 G0 D0 200 TR0 300
VPs00  s00 400 TADNENGE 199 .l & 16.12 144165 1650 48 a0 A0 IA00E 10D 20
¥WPs7s 575 450 TADnG42GE 2 ol & 1612 144165 1650 48 G0 1300 20010 3350
VPs25 625 500 TWIns43GE 199 a1 & 16.12 144165 16510 48 13  3[B0k35MKTE0 I8
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Characteristics

* Power Range: 132KVA-688KVA (Pnime)
* Voltage Rating: 208/240V
* Phase: 3 Phases 4 Wires

* Frequency: 60Hz

* Power Factor: 0.8 {lag)

Technical Specification of VP Series Diesel Generating Sets
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Characteristics

1. Steady & Credible running Fum
2. high shodk resistance

3. Strong load resistance

4, sufficient output power

5.  low oil consumption

B, low emission

7. easyand cheap maintenance

B.  small and light figure

Power Generation

* Power Ranges25KVA-2000KVA (Prime)
« Voltage Rating: 400230V

+ Phase: 3 Phases 4 Wires

+ Frequency: 50Hz

* Power Factor: 0.8 (lag)

Technical Spedfication of VPM 5eries Diesel Generating Sets

Dieszl Engine Dirmersion & Weight

Fower
Prirne Possed Engine Hedd Fud Lubficatinn ol Bofex Compleszion | Lublicaiion K=t [imension [nn|

Conumption | consumpiion ] Stk Ralip ol copacity
{9/ knsh] [kl 1]

VPME25 625 500 S6RPTA 206 0.8 L] 251 TAIB0 M Lels) 13 HSOIHI2IS0 4850
VPEMers 675 540 SaR2PTA 205 08 L] 2556 1A M1 Taa & 004130 5100
VRMrso 750 600 SGR2PTAA  IN 1.1 & 2056 1A M {els] 41 4000 FOIp2000 5580
VPMeoo 800 640 S12A0PTA 214 081 12 3353 15160 14500 120 215 40016001560 G200
VPMs40 940 750 S12HPTA 206 0.8 2 3rn TIPS T4 200 244 $600 17002400 FEID
VEMIDs0 1060 B850 S12HPTA 206 Ol 12 3N 1EmIFS 200 244 HE00 17002400 ElGO
VEMzrs 1275 w2 512RPTA 205 0.8 2 4503 TAIIBO Mk &0 335 001002450 5370
VEMIETs 1375 Mmoo 512APTAZ 208 0.8 12 4503 TAIBO 1350 180 305 47002 12610 10480
VEMIS0D 1500 200 S512RPTAA2 205 0.8 12 4003 TABO  13.50 180 37 50002003000 11450
VEMI7S0 1750 1400 S16RPTA 207 0.8 16 6537 TAIIB0 140 230 350 SAS0IE20E00 12300
VRMETs 1875 1500 S16RPTAZ 207 0.8 16 6537 TAmiB0 13.51 230 445 5600260100 1450
VRMzooD 2000 600 S1EAPTAAZ 207 0.8 16 6537 1AiB0 1350 30 400 60002450450 14500
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Characteristics

1. M1 Series Engine complied with Burape |, Europe || and Europe |1l displacement standard
2. high standard with competitive price

Power Generation

+ Power Range: 250KVA-1250KVA
+ \Voltage Rating: 400/230V

+ Phase: 3 Phases 4 Wires

» Freguency: 50Hz

» Power Factor: 0.8 {lag)

Technical Specification of VPC Series Diesel Generating Sets

Diiesel Engine Dimension & Weight

Engine Halel Fuel Lublication sl | Oylined Barex Comples- Lublica- |':-:-:ii1| k=t linmzion (nnl

(srumption | conanpto | KO ok ion Fatia ton s Wi
[yfkeah [yl copacity | Caacity
| sl

VPC250 250 200 MTAI-G2A Ft .24 & s 125147 el #H 63 OG0NG00 2300
VPCH1z 3z 250 MTAAN-G3 188 024 [ Tog 125147 15 E 63 OG0 E00 2300
VPC3so 350 280 NTABSS-GIA D8 1 [ 14 452 140 ) 63 om0 ieh 2850
VPCITs 375 300 MTAARSS-GT 206 o7 & 12 40152 140 L 63 0014001600 2950
VPC400 400 320 NTAABSS-GFA  2O6 0.7 & 12 OS2 141 i 63 OO0 600 3000
WPC4s0 450 360 KTA1e-G3 K5 056 & 85 155155 1451 30 | P00 3850
VPCsoo  s00 400 KTATS-G4 X3 Kol [ 185 155159 14519 50 | P00 4002000 3900
VPCse2 562 450 KTAAIS-GS Ll L1z [ 185 155159 13.510 50 | AP0 4200
VPCs25 625 500 KTAAIS-GEA 206 137 & 188 155159 13510 50 | IO 200 4250
VPCrso 70 600 KTA3e-G2 4 114 & B 155155 1451 135 J0E HE00] PRln2 500 GE00
WPlsoo 900 70 KTA3s-GaA 215 08 2 7B 155159 1454 135 S0 $500x] FRle2 500 GES0
VPCumoo 10 80D KTA3S-G5 2 07 12 37B 155159 13.5:0 135 308 420019002500 FFS0
VPO12s0 1250 w00 KTAAIE-GSA 202 0BG 2 3B 155159 1350 135 J08 S000TR00MZS00 9400
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Characteristics

* Power Range: 312KVA-1250KVA (Prime)
* Voltage Rating: 208/240V

* Phase: 3 Phases 4 Wires

+ Frequency: 60Hz

* Power Factor: 0.8 {lag)

Technical Specification of VPC Series Diesal Generating Sets

| Engine Dimension S Weight

Fud (o | lublicatien | Ovliner | Dis- Barex (ompres- | Labfics- m m

mnption | odooreanp- | B0 Paes | SHoke senfaic | Gewil

(giksh] tien g/ menil capadty

kwh) HH

VPC32-60 3z 250 MTARSS-G1 204 074 [ 4 HORIS2 1450 i &3 IO 1000KIS00 2600
VPCI5-60 344 275
VP 34460 344 275 MTABRSS-GIB 204 o4 [ 4 0152 140 ¥ &3 IN001000KIS00 D650
VPCArss-60 375 300
VP 40060 400 320 MWTARSS-G3 209 1 [ 4 HOaIS2 140 k1) 63 00 10001S00 2850
VPC4405-60 440 352
VPC450-60 450 360 KTA19-G2 215 056 L 188 155158 1394 50 ]| AF0014002000 3850
VPCsoo5-50 5000 400
VPC510-60 510 408 KTA19-G3 205 0.96 fi B 155458 .51 50 al IF00400000 3850
VPCsexs-60 562 450
VP 565-60 565 452 KTA19-G4 m 102 L] B8 15545 4.5 50 ]| AF001400000 3500
VPCR2S5-60 625 500
VPCa25-60 625 500 KTAMIS-GS 204 142 fi 8BS 1554058 1350 50 ]| IF00NI400ZI00 4200
VPCoags-60 2 GB8 550
VPCaag-50 68 550  KTAMI9-GGA 206 137 fi B8 155158 131 50 ]| AF0C4002300 4250
VPCrsob-60 750 600
VPCF7s-60 s 6l KTA3e-G 157 114 2 378 155158 1551 135 308 $E00K1AD02 500 G800
VPCRSOS-60 BS0 680
VPC90-60 910 7m  KTA3e-G2 214 114 12 378 155158 W31 135 08 $E00K1AD02S00  GB00
VPCIo005-60 1000 BO0
VPC4o-60 1140 912 KTA3S-G4 205 107 2 378 15558 1384 135 308 4500 TP 500 TFTED

VPO12505-60 1250 W00
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1. The B, C Series Engine is complied with Europe Il displacement standard of mobile madhine which is non road using

Characteristics

2. B,C,Lseries ielectronic contralling) are complied with Europe II, Europe Il displacement standard

3. High quality and competitive price
Power Generation

» Power Range: 25KVA-250KVA (Prime)
« Voltage: 400/230V

* Phase: 3 Phases 4 Wires

= Frequency: 50Hz

* Power Factor: 0.8 (lag)

Technical Spedfication of VP Series Diesel Generating Sets

Genset | Output | Diesel Engine Dimension & Weight
Der
FimePoad | EngineHodd Lubfication | Cyin- Barex {ompres- | Labficr | Conling | Wt Dirwension (mm) L1
ol muzump- | R0 Sifoke donflric | el Wby Weight
tion ke cpacity | Capaciy T
VPCIs 25 0 4H3S-G2 229 1 4 352 10ZxT20 1650 mn 7a B0 TR 200 650
VPC3E 38 30 4HT3se-G2 214 1 4 352 102120 16.5:0 mn 179 180T 200 FO0
VPCsD S0 40 4HTA3SGZ 205 085 4 35z 102120 16.5:0 mn 7a 1900E00200  BOD
VPCE3 63 50 4HTA3SGZ 215 085 4 352 02120 16.5:0 mn 7.8 T900A00NI200  BSO
Veleo @80 &% 6HTSS-G2 215 092 & 59 10Zx120 1750 16 245  B00xe0pd30D 1050
VP(ea @3 75 6HTSS-G2 215 082 & 589 02120 1751 16 25 B0eiod3od 1100
VPCioo w0 80 sHTSS-G2 215 052 [ 589 1020 175 16 M5 M00e0lod30d 1100
VRCnz m2 o0 GHTAASS-GZ 215 086 L 59 M0Zx120  16.5:0 16 26 240090001300 1150
VRCIao 130 14 sHTAASS-G2 215 096 i 59 10Zx120  16.5:0 16 26 29009000300 1150
VR0 150 120 eCTAB3-GZ 210 084 L a3 THx135  16.5:0 24 2B 2500900400 1450
VPCige 188 150 6CTAR3-GZ 210 0.84 [ &3 1H4x135 16520 4 2B 250090001400 1650
VPCaoo 200 160 &CTAAS3-G2 210 078 & &3 14x135 162 24 L] 25001001400 1650
VPC225 225 180 s6lTAARS-G2 197 0.8 i &5 THx145 180 IFh 50 2B00100M0G0D 000
VPC250 250 200 eLTAABS-GZ 197 0.8 L a8 THx145 18 IF6 50 2B00100M0G0D 2000
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Characteristics

+ Power Range: 28KVA-250KVA (Prime)

+ \oltage Rating: 208/240V
+ Phase: 3 Phases 4 Wires

= Frequency: 60Hz

* Power Factor: 0.8 (lag)

Technical Specification of VPC Series Diesel Generating Sets

Genset
|

Masdle

VPC28-60
VPC205-60
VRC45-60

VRCs5-60
VPCE35-60
VPCP0-60
VPCT75-60

VR o45-60
VPCu0-60
VPC1105-60
VPRC118-60
VRC1306-60
VPC138-60

VPC163-60
VRC805-50
VPC188-60

VPC 720-60
VRC :405-60
VPC250-60
VRC 2755-60

put

Povesar

163

nEEERES

BEH

KN

2B ERRBAEREHN

IEEE

144
150
165
175

48TAz.0-G2

4BTAZ.5-G2

GETS.5-52

GETS.5-52

GETAASS-G2

6CTAR. 32

GCTAR. -G

GCTAAR3-2

FaelCan-
aEmgtion
{pkwh)

218

218

210

195

Speei Govednel

Elect mmic

Electronic

Electronic

Electmmnic

Elect mmic

Electmmic

Electmmic

Electmmic

Elect mmic

Electmnic

Elect mmic

Electmnic

389
39
39
5.8
5.9
5.9
5.9

5.0

20

20

DI 20

W20

D20

T2 20

THx135

14135

THX135

TH4x135

Complessian

1651

1651

1651

17.5:0

1750

17.5:0

1651

1651

16551

1651

Tl

nyine
il
capacity

]

ITi

(acking
Wated

(apaity
Ll

175

175

175

F 1|

et Dirreresion imim))

LxWxH

T o e 2 00

T80 Qo0 O 2 0x0

T 90 QogE0 Qo 12080

2300 Ol 1300

23000 0 1300

240090 1300

2400S 0 1300

24000 1300

2500000 1400

100

1100

1150

150

50

TS0
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Characteristics Fllm

Perfect performance on load changing

low resistance turbocharg er and prompt oil spraying system, recover to the natural state promptly when carrying high
lzad

Low noise and safety running

Assembled with the optimized shockproof base frame, suited turbocharger and low speed cooling fan
Low Exhaust emission, low expenses

thickness of exhaust emission is smaller than 1 Bosch. Low fuel consumption

Delicate appearance

e il il o o

frame is small and size is more accurate
Power Generation

* Power Range: 200KVA-750KVA (Prime)
« Voltage Rating: 400/230V

* Phase: 3 Phases 4 Wires

« Frequency: 50Hz

« Power Factor: 0.8 (lag)

Technical Specfication of VPD 5eries Diesel Generating Sets
Dizsel Engine

Fud LubFizatien ol Rodexifube Lublization

(insumption | coraunption ol capacity
lyrloah] igrkwh] e

VPOzoo 200 160 POSSTI i) 0.9 6 SO071  1TMxizE 16410 18 45 20010001500 1750
VPODers 275 220 Piash 200 08 6 1051 123155 1:) i 8] IOTN00KI500 1950
VPDaz 32 250 Pl we 0.8 [ 1051 123155 1R 8 60 00011001500 2700
VPDa7s 375 300 PISBLE 204 0.8 & A\ 128042 15D 33 &5 0014001500 2400
VPD40d 400 320 PISBLE 204 0.8 & MAE 128042 15 33 &5 0004001900 2550
VPD450 450 360 PISBLES 209 0.8 & Ha1E 1280042 1461 33 &5 IOOMI400KTS00 2750
VPDso0 sS00 400 PieolES 205 0.8 T 18273 12BxMZE 4G . o4 20000100 3000
VPOs7s 575 460 PR2LE 200 0.8 2 2807 128142 150 M5 M3 3300x400u1900 3550
VPD&25 625 500 PX2ILE 205 0.8 2 28T 2842 15 45 13 1300400900 3600
VPO7yso 750 600 PZR2LEdl 2 0.8 12 2807 128x4¥2 138wl 45 M3 3500140001900 4000
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Characteristics EEE
* Power Range: 23KVA-825KVA (Prime)
+ Voltage Rating: 208/240V Fum

* Phase: 3 Phases 4 Wires
« Frequency: 60Hz
« Power Factor: 0.8 (lag)

Technical Specdfication of VPD Series Diesal Generating Sets

| Engins Dimension & Weight

Fuel Spe=d boeednol (ooling | HetDimension (nnd
(snaumpiicn WaieF
[y/loah) ity

) Ll

VPOz3-60 23 ' D23 263 Mechanical 4 LIIR  BEMOZ 201 7 7 14O O S0 450
VPDesSe0 25 2=

VPO30-60 3 M DB rd| Mechanical 4 J.268 M0N0 1750 B 25 15500 FOlee2 00 5r0
VPOEs5-60 3 16

VPO56-60 56 45 PoEd 218 Mechanical 4 .68 M@0 1RE] ) I 190E0In400  G80
VPDeas-60 &3 S50

VPOmo-60 7 55 Diss 217 Mechanical & 5085 MaExIE 1850 15 4 2050E00RI00D  H20
VPOp75-60 77 &2

VPOnoo-s0 100 B Dn4s 213 Mechanical & &OF1 T38 1759 8 Fig DOEOIRTSS0 050
VROnoSs0 Mo &R

VREOn38-50 128 1m0 Dn4sT 214 Mechanical & 071 1Mki3e 1681 18 - 2350B0CI250 1160
VPONs0&-60 150 120

VPDmes-60 225 180 PoB&T1 214 Electronic 6 &O71  Mki3s 1641 18 485 260000001500 1750
VPOzsO5-60 250 200

VPOazs0 312 250 P26Tn el 1 Blectronic & 105 123155 1™ 8 &0 001001500 1950
VPOa445-60 344 I75

VPOa44-60 344 275 M26T1-0 220 Blectronic & 105 123155 1™ 8 60 SO0 00 150D F100
VROarss-60 375 300

VPD#-50 410 328 PMiselE-1 135 Blectronic 8 M2 22 151 a3 BES 3000140001900 2400
VPD4505-60 450 360

VPD4s0-60 450 360 PisslE 215 Blectronic 8 M2 2B 1R ad B9 00401900 2550
VPD5005-60 500 400

VPOsoQ-60 500 400 PMSsLES 214 Electronic 8 Ma2  12Ex2 1480 00 33 BES 3000140001900 2750
VPDssob-60 550 440

VPOs&5-60 565 452 MBOLES 205 Electronic 10 1827 2B 14619 40 04 FR00 400 100 3000
VPDezs5s0 625 500

VPDs40-60 640 512 P222LE 205 Electronic 12 2158 128xl4z 11 45 13 FR00m 401900 3550
VPOmoos-60 700 560

VPD&Fs-60 &5 540 Pr2ILE 25 Blectronic 12 2158 28X 1% 45 L5} JO00m 40100 3600
VPOps0S-60 750 600

VPOe255-60 E25 660 P222lEl 22 Blectronic 12 2158 128142 1RS% 45 13 JR00 14+ 1N 000
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Power Generation

* Power Range: SKVA-56KVA (Prime)
« Voltage Rating: 400/230V

* Phase: 3 Phases 4 Wires

« Frequency: 50Hz

* Power Factor: 0.8 (lag)

Technical Specification of VPZ Series Diesel Generating Sets

Genset | Output Powe Diesel Engine Cimension & Weight

Model | pine Possr EagineMadd Fud [ Labtication
(onzumpticn W) ol cpadty
igioah]

VPZs SO5.5 4044  ITMMss-GCE 265 Mechanical 3 0784 GExT2 3.5 2.5 B20G50e 280 250
VPZe BB 6470  FTHV7S-GCE 260 Mechanical 3 LIE  Foxsz 3.5 5 TR20mE5S0x1280 350
VPG 1011 BIB.E ITNVERA-GCE 245 Mechanical 3 1331 8ZxE4 3.5 5.5 1320650001280 400
VFZ 125738 10N FTHVER-GCE M5 Mechanical 3 1642 BEx90 10D 6.7 T32MmeE50n 280 SO0
VP4 1416 nanze ITNVB4T-GCE M5 Mechanical 3 1496 840 [EH| 6.7 146006501380 450
VROIZ  1#eE 13605 4TMVesGOE  MS Mechanical 4 Lls  BEcS0 LENH 74 146006501280 450
VPfzo 22 WETE  ATNVBAT-GOE M5 Mechanical 4 1595 &40 R 74 14600550180 450
VP74 3\[aefRe 2730 4THVes-GCE 1 Machanical 4 3319 SExIe 1850 0.5 I650FSin 1350 600
VPZ40 40044 32f352 ATMVeeT-GCE 122 Mechanical 4 3319 SExlie 1800 105 I650FSiw 1350 650
VPZs0 50055 40044 4THVI06-GCE 2376 Mechanical 4 1412 TEIES  O1E: 4 150 F 501500 750
VPIse sS63fs2 45496  ATHWVweT-GCE o4 Mechanical 4 1412 HExIES O 1E 14 150750500 B0
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Characteristics

* Power Range: TKVA-68KVA (Prime)
« Voltage Rating: 208/240V

+ Phase: 3 Phases 4 Wires

« Frequency: 60Hz
* Power Factor: 0.8 (lag)

Technical Specification of VPZ Series Diesel Generating Sets

VPZ12-60

VRZ15-50

VPZ18-60

VPZ58-60

Dizszl Engine

ATHMss-GCE

ATHVE4T-GCE
4TNVas-GCE
ATHVe4T-GCE
4TNVae-GCE

4TNV2eT-GCE

ATNVo6-GCE 2376

ATNVWO6T-GCE 204

B Rl Bl B

B

ipeed Greefnal

Mechanical

Mechanical
Mechanical
Mechanical
Mechanical
Mechanical
Mechanical

M hanical
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sil capasity

6.7

74

74

WS

4

T35 50 1 280

005 S0 1 280

455 0 1260

TS O 1260

a5 TS0 1350

TESx TS0 1350

T SaiaCie O 1 500
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ELECTRIC CONTROL SYSTEM

GPE 10
CCNIROLLER
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ELECTRIC CONTROL SYSTEM

CP&10/MANUAL START CONTROL PANEL

* Manual contral
* Key switch or button switch for controlling Gensets (Start or stop at option)

* Meter Display
* Indicator lightalarm

CP620/AUTOMATIC START CONTROL PANEL

* Automatic start

Able to monitor by computer
LCD, Chinese or English display
* Protection function

Alarm function

* Communication interface

L

L]

L]
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CP&630/THREE REMOTE CONTROL PANEL

*  Automatic start
* Able to monitor by computer, and can achieve three kinds of remote controls
* LD, Chinese or English display

- SBfE"nl' Frotection . OiIH a7 SR TRpLLER
= Safety Alarm —
* R5232 communication interface o R
* Prowvide open MODBUS agresment '
L T
8l “g
CP&60/ATS CONTROL BOX

* Automatic start
* Able to monitor by computer, and can achieve three kinds of remote contrals

* LCD, Chinese or English display

= Safety protection - L —
* Safety alarm NN EET GONTHCLL FMy

* Rs232 communication interface

* Provide opan MODELS agreement
* Provide ATS Interface

CP680/PARALLEL INTELLIGENT CONTROL PANEL

* Automatic start
* Able to monitor by computer, and can achieve three kinds of remote contrals
* LD, Chinese or English display
* Safety Protection

= Safety Alarm e mm;::
* RS232 communication interface

*  Can achieve parallel manually or automaticalby

* Prowvide open MODEBUS agreement
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AUTOMATIC TRANSFER SWITCH (ATS PANEL)

* Quadrupole machinefelectricintedocking transfer switch

* Indicator lights of mains supply, power generation, loading condition
* Automatic’'manual by switch

* Panel deal with picking, phosphatization, plastic jet

* Spacious for cable input and output

* Automatic switching time, from 1-60 ssconds

INDEPENDENT AND AUTOMATIC PANEL NO NEED FOR WATCHING

* Automatic start control function and automatic power transfer function
* |ntegration independent control panel
* Suitable for controlling electronic equipment whidh are centralized

PARALLEL CONTROL PANEL

* Manual/semiautomatic/automatic parallel function for two or more genssts
* High centralization, distribute the loading automatically

* Corwenient in maintenance and save fuel

* More economical

* Elastic expanding for future use. Can add equipment any time to satisfy new load
according to the developing requirement

HEATER

* Preheater system to start the genset at low temperature
* Dasiccator can avioid genset from frost
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RGN HRA S
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B Ao, A N 3 T ORG-SR 23 03065
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FU LEE (SHANGHAI)LTD
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Room 805,No1076 Changshow Rd, Shanghai 200042
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Tel / BAE: +86-21-6095 7126

Fax /LI +86-21-6095 9849

Email F BH: infomfulee-sh.com

Guangdong Office / R 52 5]

FU LEE (ASIA) LTD - FOSHAN REPRESENTATIVE OFACE
ME(CEM)ERAE - SLfRE

Unit O, 30,F, Development Building, Hua Yuan East Road

Fosham 528000, Guangdong , China
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Malaysia Office / BRTETAAT) JVCompany/ PSH& AT

FU LEE POWER EQUIPMENTS 5DN. BHD PRAMAC FU LEE (FOSHAN) POWER EQUIPMENT CO LTD
NO 14, Jalan Litama 2/2 FEEF(SLEHRNERLS

Taman Perindustrian Puchong Utama WO 25, Xinhwi Road, Wusha, Daliang, Shunde District

Seksyen 2, 47100 Puchong, Selangor, Malaysia Foshan City, Guangdong, 528333, China
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